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Pasteuriser Instructions

Setting the thel

rmostat & timer:

The appliance is fitted with an electric synchronised timer with digital display panel. The »
left hand side of the panel shows the set temperature (upper) and current temperature
(lower) in degrees Celsius. The right hand panel shows the time set in minutes.
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. Seé tl;\god%sired temperature by turning the left hand knab — scaled between 30°C
an i

. Setthe desired time with the right hand knob — scaled between 1 and 120 minute. f
no time shows in the display push the knob to activate.

. Press the left hand knob to turn on the heater — a succession of 6 vertical bars will
show above the timer display to indicate that the heater is oNn

. When the set temperature has been reached (set temperature = current
temperature) an alarm sounds and the timer starts (indicated by an hourglass timer

symbol). This is the start of the pasteurisation/cooking time.

«  When the set time has elapsed the alarm sounds repeatedly
«  Push the on/off button to stop the appliance

NB The heating up time is not included in the preserving time. The preserving time
starts when the selected temperature has been reached; the timer will start to run
from this point.

NB If the pasteuriser is not used or the controls not altered for 5 minutes the display
will turn off. To show the display again, press one of the knobs.

Overheating protection:

If there is insufficient water in the pasteuriser tank, an alarm sounds and a flashing
symbol will display of a pan filling with liquid (upper left hand side of timer screen).
Immediately add more water to a level sufficient for the process being performed. If
water is not added the pasteuriser will automatically turn off and must be allowed
to cool before adding water and re-starting.

After preserving:

+ Wearing appropriate protection for handling hot items, carefully remove the
preserving jars.

Lid fasteners should be left on until the jars have cooled completely.

Preserved food and drinks are best stored in a dry, cool and dark place.

Once you have finished pasteurising disconnect from the power supply.

Drain the tank completely. This can be done by opening the outlet tap and allowing
the water to drain into @ sultable heat-resistant container.
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Cleaning

+ Always disconnect the appliance from the mains supply prior to cleaning.
« Allow pasteuriser to cool.

. Clean the tank using a damp cloth.

« Wipe the outside of the pasteuriser with & damp cloth.

Warning! Ensure the power supply cord is protected from wet/dampness.
Warning! Never immerse the appliance in water.

Warning! Make sure that no water or steam infiltrates the underside of the
appliance.

Warning! Never use steam-jet cleaners.

Warningl Never use abrasives, steel wool of sharp, scratehy objects to clean
the pasteuriser.





